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1. Introduction 
A PlantVisorPRO plug-in is an optional module to be installed on a computer where PlantVisorPRO Local is already installed and configured. 
The Switch is a PlantVisorPRO Local plug-in used to manage the changeover in technology on a local installation, switching from electronic valve mode to 
thermostatic valve mode and vice-versa. 
 
 

2. Installation 
Once the plug-in has been installed, the product needs to be registered, as described below. 
 
 

3. Registering the Switch plug-in 
Before using the plug-in it needs to be registered. 
 
At www.carel.com click the link “Request PlantVisorPRO activation code”, and complete all the fields on the application form. 
Important: the MAC-address will be requested, which is found on the PlantVisorPRO system page, and the “Serial Number” printed on the CD. 
 
Once the data have been confirmed, a page will be displayed showing the “activation code”, to be entered on the system page. 
 
Then, proceed as follows: 
 

- open the PlantVisorPRO Local “Configuration” menu  and select the “System pages” item; 
- select the “Plugin” tab; the following page will be displayed : 
 
 

 
 

• From the list box, select the description of the plugin to be registered. 
• Enter the serial number printed on the installation package. 
• Enter the activation code previously acquired from www.carel.com. 

• Save the data by clicking . 
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4. Configuration 

To configure the Switch plug-in, open the PlantVisorPRO Local “Configuration” menu  and select the “Plugin” item 
 

 
 
 
then double click the Switch item 
 

 
 
To correctly configure this plug-in, the following must be defined: 

• The variables and the alarms to be considered for the implementation of the switch in technology  
• The list of the devices in the installation involved in the switch in technology 
• The configuration of each Switch instance that will be used 

 
Then click the “Variable Def.” tab. 
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4.1 Defining the variables 
Note: the Switch instance proposed by the plug-in are already configured, for the models of CAREL devices, with the variables and the alarms required for correct 
operation. Therefore, only use this page to customise the instances. 
 

 
 
To define the variables that allow the switch in technology, select the Switch instance to be modified from the “Switch” list box. 
Then: 

• Select the model of device relating to the alarms and variables from the “Device model” list box 
 
To add a variable: 

• Select the variables to be added to the configuration of the Switch from the “Variables list” and click   
• Set the values required for each variable in the event of electronic operation (EEV) and thermostatic operation (TEV) 
 
To add an alarm: 

• Select the alarms to be added to the configuration of the Switch from the “Alarms list” and click   
 
To remove a variable: 

• Select the variables to be removed from the list of “Variables configured” and click  
 
To remove an alarm: 

• Select the variables to be removed from the list of “Alarms configured” and click  
 

Then save the data by clicking  
 

To restore the default values, click  
 

 
Once the settings have been made, select the “Device def.” tab. 
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4.2 Defining the groups of devices 
 

 
 
Select the Switch to be configured from the “Switch” list box, then set the description in the “Description” field 
The “Devices list” will include all the devices that 

• are present in the installation, 
• are compatible with the models involved in the configuration described in 4.1,  
• are not yet associated with a Switch. 

To add a device to the Switch, select the device and click  

To remove a device from the Switch, select the device and click  

Once having completed the settings, click  to save the operations performed. 
 
The continue with the configuration of the Switch relating to the type of operation by selecting the “Configuration” tab. 
 
 
 

4.3 Configuration 
 

 
 
Select the Switch to be configured in the “Switch” list box. 
 
The “Autoswitch” and “Manual switch” section are mutually exclusive. 
“Autoswitch” mode automatically switches the reference switch between the two types of technology at set times, while in “Manual switch" mode the reference 
switch works with single technology. 
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4.3.1 Autoswitch  
To set this mode, proceed as follows: 

• Select “Autoswitch”  
• Set the number of operating hours in the “Number of hours” field 
• Set the time when the switch must be activated from the “starting time” list box 
• Set the type of technology that the switch must start with from the “Starting technology” list box 

 
 
4.3.2 Manual switch 
To set this mode, proceed as follows: 
 

• Select “Manual switch” 
• Set the type of technology that the switch must work with from the “Technology” list box 

 
 
4.3.3 Fault management 
In the “Fault management” section, the behaviour of the reference switch can be configured in response to an alarm. 
 

• For the switch to return to operation according to the specified configuration after the alarm has ended, select the “Autoresume” check box 
• To have the switch maintain operation in response to alarms, select the “Ignore alarms” check box 
• If the system must detect the alarms, set the delay time (in minutes) after which the system must consider an alarm to be active. 

 

Save the settings by clicking  
 
 
 
 

4.4 Status 
 
Select the “Switch status” tab to check the status of the switch configured 
 

 
 
Select the desired switch to be displayed from the “Switch” list box. 
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5. Events 

 
 

To display the events generated by the Plug-in, open the “Alarms/Events” menu  and select the Events item. 
The events concerning the plug-In in that belong to the “Switch technology” category can be recognised; this description is useful when searching for events. 
For further details, see the PlantVisorPRO Local Full User Manual. 
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